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Luminaire list 
 
 

 
pcs.  Manufacturer Article No. Article name P Φ Luminous efficacy 

24 
 

Luxam Micro 

fixture 

3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - large 

beam / FLOOD 

3.8 W 141 lm 35.2 lm/W 

3 
 

Luxam Micro 
fixture 

3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - small 
beam / SPOT 

3.8 W 54 lm 13.5 lm/W 

 
 

 
3546 lm 

 
108.0 W 

 
32.8 lm/W 
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Product data sheet 

 
Luxam - 3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - large beam / FLOOD 

 
 

 

Article No. Micro fixture 
 

 

P 3.8 W 
 

 
η 99.97 % 

 
 

Luminous efficacy 35.2 lm/W 

 
 
 
 
 
 
 
 
 
 

Polar LDC 

 
 

CCT 3000 K 
 

CRI 97 
 

142 lm 

 
141 lm 
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Product data sheet 

 
Luxam - 3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - small beam / SPOT 

 
 

 
Article No. Micro fixture  

P 3.8 W 

 55 lm 

 54 lm 

η 98.98 % 

Luminous efficacy 13.5 lm/W Polar LDC 

CCT 3000 K  

CRI 97  

   
Cone diagram 
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Building 1 

Luminaire list 
 
 

 
pcs.  Manufacturer Article No. Article name P Φ Luminous efficacy 

24 
 

Luxam Micro 
fixture 

3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - large 

beam 

3.8 W 141 lm 35.2 lm/W 

3 
 

Luxam Micro 
fixture 

3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - small 
beam 

3.8 W 54 lm 13.5 lm/W 

 
 

 
3546 lm 

 
108.0 W 

 
32.8 lm/W 
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Building 1 · Storey 1 (Light scene 1) 

Room list 
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Building 1 · Storey 1 (Light scene 1) 

Room list 

 
Room 1 

 
 

 

pcs. Manufacturer Article No. 
 

24 Luxam Micro 

fixture 

Article name 

 
3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - large beam 

P 

 
3.8 W 

 

 

 
141 lm 

 
 

  

3 Luxam Micro 

fixture 

3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - small beam 3.8 W 54 lm 

 
 

  

 
108.0 W 

 
35.48 m² 

 
3.04 W/m² = 4.15 W/m²/100 lx (Room) 

 
73.3 lx 
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Building 1 · Storey 1 

Luminaire list 
 
 

 
pcs.  Manufacturer Article No. Article name P Φ Luminous efficacy 

24 
 

Luxam Micro 
fixture 

3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - large 

beam 

3.8 W 141 lm 35.2 lm/W 

3 
 

Luxam Micro 
fixture 

3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - small 
beam 

3.8 W 54 lm 13.5 lm/W 

 
 

 
3546 lm 

 
108.0 W 

 
32.8 lm/W 
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Building 1 · Storey 1 (Light scene 1) 

Calculation objects 
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Building 1 · Storey 1 (Light scene 1) 

Calculation objects 

 
Working planes 

 

Properties 
 

 

(Target) (Target) 

Index 

 
 

Working plane (Room 1) 
Perpendicular illuminance 
Height: 0.010 m, Wall zone: 0.000 m 

 
 
 

Visual task areas 

73.3 lx 

(≥ 500 lx) 
 

 

1.72 lx 385 lx 0.023 

(≥ 0.60) 
 

 

0.004 

 

Properties 
 

 

(Target) (Target) 

Index 

 
 

0.75 
Perpendicular illuminance 
Height: 0.750 m, Surrounding area: 0.500 m 

 

Surrounding area 1 
Perpendicular illuminance 
Height: 0.750 m 

 

Background area 1 

Perpendicular illuminance 
Height: 0.000 m, Wall zone: 0.500 m 

 

1.5 m 
Perpendicular illuminance 
Height: 1.500 m, Surrounding area: 0.500 m 

 

Surrounding area 2 
Perpendicular illuminance 
Height: 1.500 m 

 

Background area 1 
Perpendicular illuminance 
Height: 0.000 m, Wall zone: 0.500 m 

 

2.25 
Perpendicular illuminance 
Height: 2.250 m, Surrounding area: 0.500 m 

 

Surrounding area 3 
Perpendicular illuminance 
Height: 2.250 m 

290 lx 

(≥ 500 lx) 
 

 

 
144 lx 

(≥ 300 lx) 
 

 

 
23.4 lx 

(≥ 100 lx) 
 

 

 
332 lx 

(≥ 500 lx) 
 

 

 
145 lx 

(≥ 300 lx) 
 

 

 
23.4 lx 

(≥ 100 lx) 
 

 

 
392 lx 

(≥ 500 lx) 
 

 

 
105 lx 

(≥ 300 lx) 

178 lx 509 lx 0.61 

(≥ 0.60) 

81.4 lx 196 lx 0.57 

(≥ 0.40) 

1.73 lx 101 lx 0.074 

(≥ 0.10) 

197 lx 541 lx 0.59 

(≥ 0.60) 

49.4 lx 205 lx 0.34 

(≥ 0.40) 

1.73 lx 101 lx 0.074 

(≥ 0.10) 

238 lx 512 lx 0.61 

(≥ 0.60) 

2.43 lx 214 lx 0.023 

(≥ 0.40) 

0.35 

 
 

 
0.42 

 
 

 
0.017 

 
 

 
0.36 

 
 

 
0.24 

 
 

 
0.017 

 
 

 
0.46 

 
 

 
0.011 

  

WP1 

ET1 

ES1 

EB1 

ET2 

ES2 

EB1 

ET3 

ES3 
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Height: 0.000 m, Wall zone: 0.500 m 

 

Building 1 · Storey 1 (Light scene 1) 

Calculation objects 

 

 
Background area 1 
Perpendicular illuminance 

 
23.4 lx 

(≥ 100 lx) 

 
1.73 lx 

 
101 lx 

 
0.074 0.017 EB1 

(≥ 0.10) 
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0.010 m 

 
0.000 m 

 
 
 

 

Building 1 · Storey 1 · Room 1 (Light scene 1) 

Summary 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Ground area 35.48 m² Clearance height 3.530 m 

Reflection factors Ceiling: 10.0 %, Mounting height 3.530 m 
Walls: 50.0 %,    

Floor: 20.0 % 
 

Maintenance factor 0.80 (fixed) 
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Building 1 · Storey 1 · Room 1 (Light scene 1) 

Summary 

 
Results 

 
Symbol Calculated Target Check Index 

     

 73.3 lx ≥ 500 lx 
 

 WP1 
     

     

 0.023 ≥ 0.60 
 

 WP1 
     

 
290 lx ≥ 500 lx 

 

 ET1 

 
0.59 ≥ 0.60 

 

 ET2 

 
105 lx ≥ 300 lx 

 

 ES3 

 
0.023 ≥ 0.40 

 

 ES3 

 
23.4 lx ≥ 100 lx 

 

 EB1 

 
0.074 ≥ 0.10 

 

 EB1 

 
269 kWh/a max. 1250 kWh/a 

 

 
 

 
3.04 W/m² – 

  

 
4.15 W/m²/100 lx – 

  

 
 
(1) Based on a rectangular space of 8.550 m x 4.150 m and SHR of 0.25. 
(2) Calculated using DIN:18599-4. 

    

Utilisation profile: DIALux presetting (34.2 Standard (office))     

 
Luminaire list 

    

 
pcs.  Manufacturer Article No. Article name P Φ Luminous efficacy 

24 
 

Luxam Micro 

fixture 

3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - 

large beam 

– 4.0 W 141 lm 35.2 lm/W 

3 
 

Luxam Micro 
fixture 

3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - 
small beam 

– 4.0 W 54 lm 13.5 lm/W 
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Building 1 · Storey 1 · Room 1 

Luminaire layout plan 
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10 

 
 
 

 

Building 1 · Storey 1 · Room 1 

Luminaire layout plan 
 
 

 

 
 

7 x Luxam 3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - large beam 

X Y Mounting height Luminaire 

 

3.422 m 0.627 m 3.530 m 
 

3.694 m 0.627 m 3.530 m 
 

3.965 m 0.627 m 3.530 m 

   

4.237 m 0.627 m 3.530 m 11 

4.508 m 0.627 m 3.530 m 12 

4.780 m 0.627 m 3.530 m 13 

5.051 m 0.627 m 3.530 m 14 

 

 

7 x Luxam 3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - large beam 
 

 
inaire 

 
 

 

 
 

 
 

Line arrangement 

 
3.422 m / 0.627 m / 

3.530 m 

 
7 pcs., Centre - centre, 

0.271 m 

 
A1 

9 

8 

Line arrangement  X Y Mounting height Lum 

3.422 m / 1.763 m / 
     

3.530 m  3.422 m 1.763 m 3.530 m 1  
      

      

  3.694 m 1.763 m 3.530 m 2  
      

 

Luxam 

Micro fixture 

 
3W - LED OSRAM Oslon 
GW CSSRM1.BM 3000K 
- large beam 

1x 3000K 

3.8 W 

 
141 lm 
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Building 1 · Storey 1 · Room 1 

Luminaire layout plan 
 

 
7 pcs., Centre - centre, 
0.271 m 

 X Y Mounting height Luminaire 

A2 
 

3.965 m 1.763 m 3.530 m 3 
      

      

  4.237 m 1.763 m 3.530 m 4 
      

      

  4.508 m 1.763 m 3.530 m 5 
      

      

  4.780 m 1.763 m 3.530 m 6 
      

      

  5.051 m 1.763 m 3.530 m 7 
      

 
 

Individual luminaires 

X Y Mounting height Luminaire 

 
 

3.181 m 1.681 m 3.530 m 15 

5.331 m 1.681 m 3.530 m 16 

2.988 m 1.497 m 3.530 m 17 

5.538 m 1.497 m 3.530 m 18 

2.938 m 1.197 m 3.530 m 19 

5.588 m 1.197 m 3.530 m 20 

2.988 m 0.897 m 3.530 m 24 

5.538 m 0.897 m 3.530 m 25 

3.131 m 0.731 m 3.530 m 26 

5.331 m 0.731 m 3.530 m 27 
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Building 1 · Storey 1 · Room 1 

Luminaire layout plan 
 
 

 

 
 

Individual luminaires 
 

X Y Mounting height Luminaire 

3.717 m 1.172 m 3.530 m 21 

4.217 m 1.172 m 3.530 m 22 

4.767 m 1.172 m 3.530 m 23 

Luxam 

Micro fixture 

 
3W - LED OSRAM Oslon 
GW CSSRM1.BM 3000K 
- small beam 

1x 3000K 

3.8 W 

 
54 lm 
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Building 1 · Storey 1 · Room 1 

Luminaire list 
 
 

 
pcs.  Manufacturer Article No. Article name P Φ Luminous efficacy 

24 
 

Luxam Micro 
fixture 

3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - large 

beam 

3.8 W 141 lm 35.2 lm/W 

3 
 

Luxam Micro 
fixture 

3W - LED OSRAM Oslon GW CSSRM1.BM 3000K - small 
beam 

3.8 W 54 lm 13.5 lm/W 

 
 

 
3546 lm 

 
108.0 W 

 
32.8 lm/W 



Study Musée du Quai Branly - Silo 

22 

 

 

 
 
 

 

Building 1 · Storey 1 · Room 1 (Light scene 1) 

Calculation objects 
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Perpendicular illuminance 

 
 
 
 
 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Height: 2.250 m 
  

Building 1 · Storey 1 · Room 1 (Light scene 1)  

Calculation objects       

Working planes 
      

Properties  
    

 Index 
 

(Target)   (Target)    

       

Working plane (Room 1) 73.3 lx 1.72 lx 385 lx 0.023 0.004 WP1  

Height: 0.010 m, Wall zone: 0.000 m 
(≥ 500 lx) 

 

 

  (≥ 0.60) 
 

 

  

 
Visual task areas 

      

Properties 
 

 
    

 Index 

 (Target)   (Target)   

0.75 
Perpendicular illuminance 
Height: 0.750 m, Surrounding area: 0.500 m 

290 lx 

(≥ 500 lx) 
 

 

178 lx 509 lx 0.61 

(≥ 0.60) 
 

 

0.35 ET1 

Surrounding area 1 
Perpendicular illuminance 
Height: 0.750 m 

144 lx 

(≥ 300 lx) 
 

 

81.4 lx 196 lx 0.57 

(≥ 0.40) 
 

 

0.42 ES1 

Background area 1 

Perpendicular illuminance 
Height: 0.000 m, Wall zone: 0.500 m 

23.4 lx 

(≥ 100 lx) 
 

 

1.73 lx 101 lx 0.074 

(≥ 0.10) 
 

 

0.017 EB1 

1.5 m 
Perpendicular illuminance 
Height: 1.500 m, Surrounding area: 0.500 m 

332 lx 

(≥ 500 lx) 
 

 

197 lx 541 lx 0.59 

(≥ 0.60) 
 

 

0.36 ET2 

Surrounding area 2 
Perpendicular illuminance 
Height: 1.500 m 

145 lx 

(≥ 300 lx) 
 

 

49.4 lx 205 lx 0.34 

(≥ 0.40) 
 

 

0.24 ES2 

Background area 1 
Perpendicular illuminance 
Height: 0.000 m, Wall zone: 0.500 m 

23.4 lx 

(≥ 100 lx) 
 

 

1.73 lx 101 lx 0.074 

(≥ 0.10) 
 

 

0.017 EB1 

2.25 
Perpendicular illuminance 
Height: 2.250 m, Surrounding area: 0.500 m 

392 lx 

(≥ 500 lx) 
 

 

238 lx 512 lx 0.61 

(≥ 0.60) 
 

 

0.46 ET3 

Surrounding area 3 

Perpendicular illuminance 

105 lx 

(≥ 300 lx) 

2.43 lx 214 lx 0.023 

(≥ 0.40) 

0.011 ES3 
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Building 1 · Storey 1 · Room 1 (Light scene 1) 

Calculation objects 
 
 

Background area 1 
Perpendicular illuminance 
Height: 0.000 m, Wall zone: 0.500 m 

 
 
 

Utilisation profile: DIALux presetting (34.2 Standard (office)) 

23.4 lx 

(≥ 100 lx) 
 

 

1.73 lx 101 lx 0.074 

(≥ 0.10) 
 

 

0.017 EB1 
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Building 1 · Storey 1 · Room 1 (Light scene 1) 

25 

 

 

Working plane (Room 1) 
 
 

 
 

 
 
 
 

Properties 
 

 

(Target) (Target) 

Index 

 
 

Working plane (Room 1) 
Perpendicular illuminance 
Height: 0.010 m, Wall zone: 0.000 m 

 
 

Utilisation profile: DIALux presetting (34.2 Standard (office)) 

73.3 lx 

(≥ 500 lx) 
 

 

1.72 lx 385 lx 0.023 

(≥ 0.60) 
 

 

0.004 
WP1 
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Building 1 · Storey 1 · Room 1 (Light scene 1) 

26 

 

 

0.75 
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Building 1 · Storey 1 · Room 1 (Light scene 1) 

0.75 
 
 

 
 
 

 

 

 

 

 

 

Height: 0.000 m, Wall zone: 0.500 m 
  

 
 

 
Utilisation profile: DIALux presetting (34.2 Standard (office)) 

Properties 
 

 

(Target) 

   
(Target) 

 

 Index 

0.75 
Perpendicular illuminance 
Height: 0.750 m, Surrounding area: 0.500 m 

290 lx 

(≥ 500 lx) 
 

 

178 lx 509 lx 0.61 

(≥ 0.60) 
 

 

0.35 ET1 

Surrounding area 1 
Perpendicular illuminance 
Height: 0.750 m 

144 lx 

(≥ 300 lx) 
 

 

81.4 lx 196 lx 0.57 

(≥ 0.40) 
 

 

0.42 ES1 

Background area 1 

Perpendicular illuminance 

23.4 lx 

(≥ 100 lx) 

1.73 lx 101 lx 0.074 

(≥ 0.10) 

0.017 EB1 
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Building 1 · Storey 1 · Room 1 (Light scene 1) 

1.5 m 
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Building 1 · Storey 1 · Room 1 (Light scene 1) 

1.5 m 
 
 

 
 
 

 

 

 

 

 

 

Height: 0.000 m, Wall zone: 0.500 m 
  

 
 

 
Utilisation profile: DIALux presetting (34.2 Standard (office)) 

Properties 
 

 

(Target) 

   
(Target) 

 

 Index 

1.5 m 
Perpendicular illuminance 
Height: 1.500 m, Surrounding area: 0.500 m 

332 lx 

(≥ 500 lx) 
 

 

197 lx 541 lx 0.59 

(≥ 0.60) 
 

 

0.36 ET2 

Surrounding area 2 
Perpendicular illuminance 
Height: 1.500 m 

145 lx 

(≥ 300 lx) 
 

 

49.4 lx 205 lx 0.34 

(≥ 0.40) 
 

 

0.24 ES2 

Background area 1 

Perpendicular illuminance 

23.4 lx 

(≥ 100 lx) 

1.73 lx 101 lx 0.074 

(≥ 0.10) 

0.017 EB1 
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Building 1 · Storey 1 · Room 1 (Light scene 1) 

2.25 
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Building 1 · Storey 1 · Room 1 (Light scene 1) 

2.25 
 
 

 
 
 

 

 

 

 

 

 

Height: 0.000 m, Wall zone: 0.500 m 
  

 
 

 
Utilisation profile: DIALux presetting (34.2 Standard (office)) 

Properties 
 

 

(Target) 

   
(Target) 

 

 Index 

2.25 
Perpendicular illuminance 
Height: 2.250 m, Surrounding area: 0.500 m 

392 lx 

(≥ 500 lx) 
 

 

238 lx 512 lx 0.61 

(≥ 0.60) 
 

 

0.46 ET3 

Surrounding area 3 
Perpendicular illuminance 
Height: 2.250 m 

105 lx 

(≥ 300 lx) 
 

 

2.43 lx 214 lx 0.023 

(≥ 0.40) 
 

 

0.011 ES3 

Background area 1 

Perpendicular illuminance 

23.4 lx 

(≥ 100 lx) 

1.73 lx 101 lx 0.074 

(≥ 0.10) 

0.017 EB1 
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