ST2821
Current Amplifier DC
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Expansion of a power control output for blinds up to 16 blinds in one
group. Only to use in combination with a control unit and the provided
Power Supply.
DIN-rail mounting
ScreenTionic | ’ Dimensions: 2 modules 35x91x62 mm (WxHxD)
o Product Characteristics:
' Curtent Ampifier DG »  Current Amplifier for large control groups
\\ﬁ‘ 7
\1\77 d f |
OCOO®OO

1a 1b 24vDc 1a1b

Input Output

- ScreenTronic — 0 o «
°® * ™ S| ©
ST2821
Current Amplifier g
35 62
Pellini S.p.A. 26845 Codogno (LO) phone +39 0377 466411 info@pellini.net
Via Fusari, 19 Italy fax +39 0377 436001 www.pellini.net

1/2013 1/2



ST2821 Current Amplifier DC
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ST2121 ST2821 ST1108 / ST1116
Control Module Current Amplifier| Switching Power Supply
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Up to 16 blinds in one
group (with ST1116)
Up to 8 blinds in one
group (with ST1108)
Connection No. Description Notes
1 Control Input 1a Input signal from ST2121/ST2124
2 Control Input 1b
3 GND P |
ower su
4 +24V DC PPy
5 Blind group 1a Output
6 Blind group 1b (max. 16 motors)
Dimensions Description Order No.
DIN-rail mounting 2 modules .
Current Amplifier DC ST2821
35x91x62mm (W xHxD)
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