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ITEM DESCRIPTION
NUMBER

QUANTITÉ
MANUFACTURER

FABRICANT
MODEL

MODÈLE
TECHNICAL FEATURES

CARACTÉRISTIQUES TECHNIQUES

WEIGHT
POIDS

(kg)

50010001 INSPECTION PIECE 1 DAMEN B140171.04.50.00
B.00

Ø500 with DN200 degassing connection, inspection hatch and
DN200 drain 566

50010002 DISCHARGE RUBBER EXPANSION PIECE 1 DAMEN B140171.04.54.00
A90

Ø450-Ø500 int. working pressure 10 bar, burst pressure 30 bar,
wear resistant inner layer of 15 mm, outer layer with
reinforcements.
Flange 1: inner Ø450, outer Ø730. PCD Ø670-20xØ28
Flange 2: inner Ø500, outer Ø670. PCD Ø620-20xØ26

50020001 GATE VALVE 1 DAMEN HRA500 BV CERT.
DR001
With open/closed position indication and BV class approval. 580

50020002 GATE VALVE 2 DAMEN HRA500
DR002, DR003
With open/closed position indication. 580

50020003 GATE VALVE 1 DAMEN HRA450 DR004

50020004 GATE VALVE 2 DAMEN HRA500 BV CERT.

DR005, DR006
1 With open/closed position indication (DR005) and 1 with
continuous position indication (DR006), both with BV class
approval.

580

50060001 TRAILING SUCTION PIPE 1 DAMEN
Ø500 mm max.

Depth 20 m at 45°

• Single visor-type drag head, type SLK500.
• Lower suction pipe, D int 500 mm. wall thickness 15 mm.
• Turning gland, type DRG500.
• Cardan hinge, type CD500.
• Upper suction pipe, D int 500 mm. wall thickness 15 mm.
• Single hinge, type ES500.
• Suction pipe bend of 90', radius 1.5 D, wall thickness 20 mm.
• Slide flange, type SF500.

50060002 DREDGE PUMP 1 DAMEN BP5045LD

Wear parts in the wear resistant cast material Ni-hard 4 and
mechanical shaft seal. Including inspection piece with hatch and
toggles at the suction side, rubber expansion piece (Di 450 mm, L
250 mm) at the discharge side, hand turning gear on the shaft,
impeller hook for safe hoisting of the wear parts and oil cooler for
bearing housing.

5161

50060003 BOW COUPLING UNIT 1 DAMEN
Bow coupling unit D500 mm including 100 kN coupling winch and
one hydraulically operated rubber ring gate valve HRA500
(DR007)

50060004 TELESCOPIC OVERFLOW 2 DAMEN DN990

Both identical fitted in the hopper to remove surplus water.
Consisting of an lower outer and upper inner pipe, the latter
provided with a wide D 1.650 mm cone at the top. In the centre of
the top cone a hydraulic cylinder, stroke 2.5 m, is mounted to
provide the movement. A sealing profile is mounted between the
lower pipe (D879x15 mm) and upper pipe (D813x9,5 mm).

4220

50090001 DENSITY METER 1 DAMEN

Radio-active density meter for a D500 mm discharge pipe (of
max. 10 mm wall thickness), complete with Cs-137 source and
detector, both clamp-mounted to the dredge pipe, including
separate electronics cabinet (24 VDC or 230 VAC).

50090002 FLOW METER 1 DAMEN
Electro-magnetic flow meter D500 mm, measuring tube with 20,5
mm rubber liner, including special counter flanges.
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