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50010001 | INSPECTION PIECE 1 DAMEN B140171.04.50.00 @500 with DN200 degassing connection, inspection hatch and 566
DN200 drain
@450-@500 int. working pressure 10 bar, burst pressure 30 bar,
wear resistant inner layer of 15 mm, outer layer with
50010002 | DISCHARGE RUBBER EXPANSION PIECE 1 DAMEN BI40TL 065400 | reinforcemens.
Flange 1: inner @450, outer @730. PCD @670-20x@28
Flange 2: inner @500, outer @670. PCD @620-20x@26
50020001 | GATE VALVE 1 DAMEN HRA500 BV CERT. aigoipenlclosed position indication and BV class approval. 580
50020002 | GATE VALVE 2 DAMEN HRAS500 aﬁgossszgﬁied position indication. 580
50020003 | GATE VALVE 1 DAMEN HRA450 DR004
DRO05, DR006
50020004 | GATE VALVE 2 DAMEN HRA500 BV CERT. is’:::u‘;ﬁ"ﬁg:zi ?:;EZTD:‘?S;‘:)%‘AP:)‘;?\?;\";\}::;‘S 580
approval.
« Single visor-type drag head, type SLK500.
« Lower suction pipe, D int 500 mm. wall thickness 15 mm.
« Turning gland, type DRG500.
50060001 | TRAILING SUCTION PIPE 1 DAMEN Depth 20 1 aL45° | + Upper Sucton e, D i 500 mm, walickness 16 .
« Single hinge, type ES500.
+ Suction pipe bend of 90", radius 1.5 D, wall thickness 20 mm.
« Slide flange, type SF500.
Wear parts in the wear resistant cast material Ni-hard 4 and
mechanical shaft seal. Including inspection piece with hatch and
b | omen | oo |l g e she onecporseec Gt | g
impeller hook for safe hoisting of the wear parts and oil cooler for
bearing housing.
Bow coupling unit D500 mm including 100 kN coupling winch and
50060003 | BOW COUPLING UNIT 1 DAMEN one hydraulically operated rubber ring gate vaive HRAS00
(DR007)
Both identical fitted in the hopper to remove surplus water.
Consisting of an lower outer and upper inner pipe, the latter
- 50060004 | TELESCOPIC OVERFLOW 2 DAMEN DN990 fr:gvl'gsdcg:";":h";'dd;ﬂml‘;s"?‘d'"E'," Coneatthetop. Inthecenveof | 4220
(=3 i s N
ER gE Fower ipe (DB7915 mm) and vpper ppe GELGS M|
(SDEIAEST DRog3 GATE VALVE Radio-active density meter for a D500 mm discharge pipe (of
TELESCOPIC [~ DN500 DN500 50000001 | DENSITY METER 1 DAMEN 'd":l’;mloo,'E';x;!:f':jj::es‘:;"“;"?i,‘gdmg:;;:ﬁ?:d'ﬁza"d
separate electronics cabinet (24 VDC or 230 VAC).
OVERFLOW — 54
DROOG S @ DRO0S Electro-magnetic flow meter D500 mm, measuring tube with 205
- —— 14 — U p— i S — — GATE-VAL - — —~—DN500 50090002 | FLOW METER 1 DAMEN mm rubber liner, including special counter flanges.
P SELF EMPTYING CHANNEL
_| 7 4 i oW
DN500 V4 V4 METER DENSITY METER
HOPPER HOPPER HOPPER HOPPER HOPPER HOPPER GATE ol DNSOD—=— NOTES:
GATE VALVE SECTION 6 SECTION 5 SECTION 4 SECTION 3 SECTION 2 SECTION 1 VALVE BOW COUPLING
& UNIT
1. ITEM NUMBER ACCORDING TO EQUIPMENT LIST.
RUBBER 2. FOR VALVES DETAILS SEE LIST OF MACHINERY.
INSPECTION EXPANSION 3. VALVES MARKED WITH "BV” WITH BUREAU VERITAS APPROVAL AND CERTIFICATE.
PIECE PIECE 4. HYDRAULIC REMOTE OPERATED GATE VALVES DROO1 AND DRO0O5 TO BE ARRANGED FOR SECONDARY MEANS
OF OPERATION IN THE EVENT OF A FAILURE OF THE POWER SUPPLY (EMERGENCY CLOSING).
- - ﬁ |: 5. DREDGE AND DISCHARGE PIPING SYSTEM SHALL BE BUILT WITH STEEL PIPES ACCORDING TO STANDARD
H/ o ASTM, SCHEDULE XS, MATERIAL QUALITY A106.
_I J TELESCOPIC 3 SLUDGE PUMP 6. ONLY 90 AND 45 DEGREES BENDS SHALL BE USED.
OVERFLOW DISCHARGE CONN. 7. ONLY 90 AND 45 DEGREE T—PIECES SHALL BE USED.
LOADING BOX LOADING BOX SEE 3D E15.000.01
DREDGE PUMP ALL GATE VALVES ARE HYDRAULICALY ACTUATED, THESE AND DREDGE PUMP ARE CONTROLLED FROM DREDGING
DESK.
_ [ —JET WATER TO TRAILING
S SUCT, PIPE FOR LOADING
% GATE E‘E‘ M_ SEE 307.505.000.01 REFERENCE DRAWINGS:
VALVE - DRW. NUMBER 307.505.000.01 JET WATER SYSTEM
,_—I |__| [ | DRW. NUMBER 307.515.000.01 DEGASSING SYSTEM
5 2L
: DNS0O iﬂl:l:l i — |
> ———————tcccm:m:ccccl———————tm:m:n:ccm:m:n:q——/ ASTM XS
EXT. @ THK.
ON'| Cram) | (mm)
TRAILING SUCTION PIPE 300 | 323.8 12.70
350 | 355,6 12,70
400 406,4 12,70
450 457,2 12,70
500 | 508,0 12,70
600 | 609,6 12,70
750 | 762,0 12,70
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